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Ø60mm Direct mount, LED Steady/Flashing 

TL160D2(B)F-1 TL160D2(B)F-2 TL160D2(B)F-3 TL160D2(B)F-4 TL160D2(B)F-5

Light Source LED

Lens Opal Polycarbonate

Layer(s) 1 2 3 4 5
Optical

Light Color Red Red, Green Red, Amber, Green Red, Amber, 
Green, Blue

Red, Amber, 
Green, Blue, White

Steady Yes
Light

Flashing Yes (60-80/min)Signaling

Sound - Buzzer (B) Optional – Volume controlled with lever, Max.85dB @ 3ft

Voltage 24VDC

Without Buzzer 70mA 140mA 210mA 280mA 350mA
Current

With Buzzer (B) 145mA 215mA 285mA 355mA 425mA
Electrical

Connection Flying leads, length [15.75”] 400mm

Dimensions See page 2

Pole N/A

Mounting Hardware 3ea M4 Flange Nuts

Bracket Optional brackets sold separately listed on page 3

Construction ABS Housing, Polycarbonate Lens 

Mechanical

Net Weight 0.57lbs [0.26kg] 0.75lbs [0.34kg] 0.95lbs [0.43kg] 1.13lbs [0.51kg] 1.30lbs [0.59kg]

Without Buzzer IP65 
Rating

With Buzzer (B) IP54

Operating Temperature  -22°F ~ 122°F [-30°C ~ 50°C]
Environmental

Certifications CE / RoHS / cULus

Notes

Specifications subject to change without notice

• Durable industrial construction, wide temperature range
• Tool-less stackable modules for quick color changes and 

expansion
• Modular LED Design with diffused (opal) lens for comfortable, 

360° glare-free viewing
• Steady and Flashing modes
• Adjustable volume control lever on unit with buzzer option
• Multiple mounting bracket options

RoHSPNPIP65
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Dimensions

All dimensions are listed in millimeters (mm), unless noted otherwise. The measurements provided are subject to 
change

Number of 
Layers

L1
(Without Buzzer)

L2
(With Buzzer)

1 4.96” [126mm] 6.34” [161mm]
2 6.93” [176mm] 8.31” [211mm]
3 8.90” [226mm] 10.27” [261mm]
4 10.87” [276mm] 12.24” [311mm] 
5 12.83” [326mm] 12.83” [326mm] 
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TL160D2F
(WITHOUT BUZZER)

TL160D2BF
(WITH BUZZER)
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Optional Brackets (dimensions in mm)

BR0118IP (ABS Plastic) BR0118ST (Steel)
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